ampmwy Tyvek®

The DuPont Tyvek Weatherization System

ITEM # SIZE
HomeWrap™

TY18100 18" x 1007

TY165 3" x 165°

TY200 5" x 200°

TY9100 9 x 100°

TY9150 9" x 150°

TY10150 10” x 150
CommmercialWrap™

TYCW10125 10" x 125’
StuccoWrap™

TYSW5200 5" x 200°
DrainWrap™

TYDW9125 9’ x 125’
ContractorTape™

TYTAPE/B 27 x 55 yds

TYTAPE/B3 3" x 55 yds

TYTDISPENSER
Wrap Caps

TYWC2

DESCRIPTION Rolls/Pallet
ea./ctn
Tyvek HeaderWrap
Tyvek HomeWrap 100
Tyvek HomeWrap 40
Tyvek HomeWrap 56
Tyvek HomeWrap 48
Tyvek HomeWrap 48

Tyvek CommercialWrap 48

Tyvek StuccoWrap 36
Tyvek DrainWrap 36
Tyvek Tape 36/ctn
Tyvek Tape 24/ctn
Tape Dispenser 1

2” Wrap Caps with 1-5/8” screws
Note: Crossfire Cap Stapler Gun and accessories available. Please call for Current Pricing?

1000 per box

PRICE

$31.50

88.00
176.50
156.00
229.00
265.00

330.75

194.50

244.50

13.40 ea.
22.25 ea.
12.95

136.95 box

The DuPont Tyvek Flashing System

FlexWrap™
TYFW7 77 X715
TYFW9 97 x 75
StraightFlash™
TYSF4150 47 x 150°
TYSF9125 9” x 125
AtticWrap™
TYAW5164 5" x 164’
TYRC4 11/2” x &
ThermaWrap™
TYTW5150 5 x 150°
TYMT2100 2” x 100’

Tyvek FlexWrap
Tyvek FlexWrap

Tyvek StraightFlash
Tyvek StraightFlash

New!

From DuPont Tyvek

Tyvek AtticWrap 36

Tyvek RafterCap

50/box

Tyvek ThermaWrap 36

Tyvek Metalized Tape

12/case

Local Support & Services
by 7 Tyvek Weatherization Specialists
O OLiterature[J0 CJPOP Displays for Show Room & Show Home[1[
0 OTraining for Builders, Retailers, Architects, Installers, Code Officials[10
O OField Support & Project AuditsC100 CTrade Show Programs[10 [JAIA Training Programs[10]

www.tyvek.com

225.50
270.00

129.00
226.00

314.00 ea.

271.00 box

188.00 ea.
47.00 ea.
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Tyvek®

PRODUCT SPECIFICATIONS

Properties Method Tyvek® Tyvek® Tyvek® Building #15
HomeWrap™ StuccoWrap™ CommercialWrap™ Paper Felt
Air Penetration Air-Ins
(cfm/ft2@75 Pa) .007 . . . .
Gurley Hill
(TAPPI-T-460)
(sec/100cc) 300 300 >1500 . _
ASTM E-1677 Type 1 Type 1 Type 1 N/A N/A
Water Vapor ASTM E-96
Method B
(g/m?-24 hrs) 400 350 200 35 54
(perms) 58 50 28 5 8
Water Penetration AATCC-127
Resistance (cm) 210 210 280 90-120 52
Basis Weight TTAPPI T-41
(oz/yd?) 1.8 2.1 2.7 L .
Breaking ASTM D-882
Strength Method A
(Ibs/in) 30730 30730 38/35 >20/>20 33/11
Tear ASTM D-882
Resistance (Ibs) 6/6 7/9 12/10 2to 3 3to4d
(trapezoid)
Surface ASTM D-117 Class A Class A Class A . .
Burning Flaming Spread
Characteristics
Index Smoke Class A Class A Class A . .
Developed Value
» Tyvek® Tech Talks Keep Builders Up-To-Date in Product » Architect Binder
and Industry Information... News They Can Use » Spec Data Sheet
» Video Shows Builders How to Maximize Energy Savings » MSDS Sheets
While Minimizing Labor Costs » ARCAT Page
» Builders Brochure Shows Builders How Tyvek Homewrap » Commercial Brochure
adds Value and Sales Appeal to Every Home They Build » Code Approvals
Installation Sheets
» Installation Guidelines Give Builders Helpful Tips > . i
>» Installation Video
» Product Testing Details Available » Website www.tyvek.
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RW Stocks

Call For
QUANTITY DISCOUNTS!

3¢ TEXTURED SURFACE uniformly resin-rich

surface for pleasing appearance that is scratch
and abrasion resistant. Cleans easily.

3¢ CHEMICAL RESISTANCE will not support

mold growth. Highly stain resistant. Will not
rust, rot or mildew.

¥ DURABILITY needs no painting. Stands up

e Animal Confinement
Buildings

 Dairy Plants

e Restaurants to abrasion, scratches, vandalism and more.
= Kitchens ‘ | 3¢ IMPACT RESISTANCE High strength to
= Fast Food Outlets [%EJ = E El L weight ratio with toughness that resists daily

use & abuse. Won’t scratch or dent like metal.

3k THERMAL STABILITY No 10ss of strength

over wide temperature range (-65° to +212°F).
Unaffected by thermal shock.

e Car Washes

e Service Areas

e Laundries

e Dry Cleaners

= Utilities 3¢ CLEANABILITY Easily cleaned with steam,

« Warehouse Storage Buildings high pressure sprayers or simply washed with
& Clean Rooms regular detergent and water.

F.R.p. pANELS White Almond ADHESIVE -

FRP-8 4'x 8 .090 Panel $66.98 $69.49 FRP-1 1-gal. FRP  $18.92 il

FR-10 4'x 10'.090 Panel 83.74 86.85 FRP-5 5-gal. FRP 86.96
(Approximately 50 Sq. Ft. per Gallon)

GOrORMATCHEDINONSS TAINING
3, ol
e gepke LR
= 10' MOULDINGS

§' MOULDINGS

D-IS Inside Corner  $2.81 i END D-IS Inside Corner $ 3.55
D-OS Outside Corner 2.81 J :. CAP D-OS Outside Corner  3.55
D-DB Division Bar 2.81 3/4" Q’ D-DB Division Bar 3.55
D-CAP Cap 2.81  DRIVERIVETS D-CAP Cap 3.55
D-RIV 34" Driver Rivet .20 D-RIV 34" Driver Rivet .20
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Stick with the best.”

®

UNSEEN, BUT NOT UNNOTICED.

PL 400°Heavy Duty Sub-Floor Adhesive

PL 400 provides the ultimate in bonding
capabilities and is especially formulated for all
heavy-duty construction, interior or exterior...
wherever a powerful, permanent bond is required.
* Heavy duty performance, interior or exterior
* Forms a super strong permanent bond
* Recommended for engineered lumber
* Waterproof and weatherproof

ITEM# DESCRIPTION CTN/QTY LIST
PL-400-10 10 oz. Cartridge 12 § 3.44
PL-400-QT 28 oz. Cartridge 12 5.92

PL Premium

Polyurethane Construction Adhesive

PL Premium is a polyurethane adhesive that
provides superior results and is safer to use. PL
Premium generates three times the power of
traditional construction adhesives. It may be used
inside or outside and will last as long as the
surfaces it joins together.

* Heavy duty performance, interior or exterior
» Forms a super strong permanent bond

* Recommended for engineered lumber

» Waterproof and weatherproof

ITEM# DESCRIPTION CTN/QTY LIST
PL-PREM-10 10 oz. Cartridge 12 $ 4.65
PL-PREM-QT 29 oz. Cartridge 12 10.95'

Distributed By
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Professional Grade Caulks,
Sealants & Adhesives

HA-ITO CONSTRUCTION ,fq‘J
SILICONE';

Pro-Series®
Construction Silicone Sealant

HM-270™ Construction Silicone Sealant is a
high modulus, 100% RTV silicone. Withstands
temperatures -60°F to 400°F + 25% movement
capability. For use in many applications involving
non-porous building materials such as glass,
metal and most plastics. Fast curing.

* 100% silicone rubber

* Long-life expectancy

* +/- 25% movement capability

* Meets FDA-USDA requirements

* Easy extrusion in any weather

ITEM# DESCRIPTION CTN/QTY
27011-000 10 oz. Cartridge-Clear 12

LIST

$ 8.14

Pro-Series®Latex

: ! FRP Panel Adhesive
S L FRP-555™ Latex FRP
) Panel Adhesive is a high
- | quality, solvent free

;L 4 adhesive for installing
fiberglass reinforced
panels on common
surfaces. This
nonflammable adhesive
provides an excellent
bond to most commonly
used materials like
drywall, wood, concrete,
metals, plastic and plastic foams, etc. It offers long
open time with strong yet flexible adhesive bond.

» Solvent Free

* Nonflammable

* Low Odor

¢ Fast Grab, Excellent Adhesion

ITEM# DESCRIPTION CTN/QTY LIST
FRP-1 1 Gallon Adhesive 4 s 18.92
FRP-5 5 Gallon Adhesive 1 86.96

(Approximately 50 Sq. Ft. per Gallon)

Professional Results.

Guaranteed.  Manufactured by: 0S| Sealants, Inc.



